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Sase / Chassis

MODERNA-EQONA
ZIL BUTONU KULLANIM KILAVUZU / USER’S MANUAL FOR BELL BUTTON

Tus / Rocker

UrGn Boyutlari / Product Dimensions

31.5 10.3

Oval / Frame Fixing Part W

iy}
28
£ e

82
44.5

Cerceve / Frame
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Baglanti Semasi / Wiring Diagram
22012V AC

Modul / Module

- 10AX, 250V~
Tirnak / Claw - Bir kutuplu, bir yollu

- Ani basmal tip
- Vidali ve klipsli baglanti

- 10AX, 250V~

- 1 Poles, 1 Line

- Push Button

- With screw or clips

220/12V AC

Uriin Montaji / Product Assembly

e Kablo baglantilari baglanti semasina gore yapllir.
Cable connections are made according to the wiring diagram.

® Modul montaj yapilacak kasa igerisine yerlestirilip ve tirnak vidalari ile sikistirilarak sabitlenir.
The module is inserted into the enclosure and fixed by tightening with claw screws.

e Oval gerceveye takilir.
The frame fixing part is assembled to frame.

The assembly is completed by placing the rocker claws to the pins on the frame fixing part.

® Cerceve sasenin uzerine konumlandirilir ve baski uygulanarak sabitlenir. N
The frame is positioned on the chassis and fixed by applying a pushing pressure. ol
® Tustaki tirnaklar oval iginde ki pimlere yerlestirilerek montaj tamamlanir.
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